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° Unable to successfully use the ft817 with the 239. The 817 has an output of 5 


Newbie watts using a 13.8 vdc bench supply. 


The antenna that I am attempting to tune is a delta loop that is configured for 
20 meters. Feed line is 300 ohm twin lead > 1/4 wavelength on 40 meters. 


With a manual tuner I can reasonate this antenna from 80 thru 10 meters. It 
also radiates. This is accomplished with the 817 alone. 


The 239 tuner works just fine when I use a 100 watt amplifier driven by the 
817. using the same antenna. 


How do you make my 817 and the 239 work together without making mods to 
the 817? 
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sd Hi Steve, 

Newbie 
I am Dave. Great to meet you. The SG-239 should engage it's match-seeking at 
1.5 watts [According to the specs]. Let's give it more watts and follow my 
checklist below. 


DavidHHatch 


Newbie 


First, check the following again, as I am sure you have already done... 


* Make sure the SG-239 has power, 12V 

* Make sure it has a darn good bit onto a counterpoise that is electrically larger 
than the antenna. If a dipole the RF ground side should be longer than the RF 
hot side. 

* Be sure the ant is long enough for the band you seek the match on. As you 
know, the specs for the ants are on the face of the little coupler. 

* Make sure the Auto/Manual switch is set to Auto 

* As you know, to engage the match-seeking, send RF into the coupler. Let's 
start at the FT-817's 5 watts first. Either talk into the mic, or hold the CW key 
down. I like to be near the coupler so I can hear it click. 

* You should hear it click away for up to about 20 seconds or less. Once the 
match is found, as you know, the clicking will stop and the TND LED will glow. 
* Let me know what happened 


Pls contact me by email at n9zrt@arrl.net 


Dave 


David H. Hatch - N9ZRT 
http://www.wireservices.com/mylists.htm| 
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I have a question, 

Where is the tuner with respect to the actual antenna? I had some problems 
with a dipole with tuner by rig and a coax feed to antenna. SGC recomends and 
so have several friends to get the tuner as close as possible to the antenna. 
Don't know, just a thought. 


73 
Chuck AA8VS 
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Subject: [FT817] FT-817 and the SG-239 
Hi folks, 


For those of you with the SG-239. If you have had the rare difficulty 
of getting the SG-239 to engage in seeking a match using your FT-817, 
I suggest the following... 


In the situation when the 817 sees a high SWR through the 239, folds 
back power to the point the coupler does not see enough RF and fails 


to engage, we use what Rudy Marcelletti - K8SWD calls, "The 
Stepping Stone Method". It is a method of rearranging the relays, or 
shuffling them, so a match can be made. With this metod, several 
users have happily found that the coupler will engage, and the desired 
match can be often be found. Most of the time this is not needed. 


Here is how it works in a simple and very fast way: 


1.) When the 817s power is folded back and the coupler won't engage 
2.) Switch to another band and try engaging the coupler to a match. If 
it makes it's match... 

3.) Now go back to the original band that did not work and try again. 
Now it may engage because the relays were rearranged to where the 
initial SWR is low enough that the 817 will not fold back [as far]. 

4.) If this does not work, repeat the procedure on more bands, and 
then come back again to the desired band and try again. 


Most of the time I believe the SG-239 will engage without this 
procedure. If any of you have further questions, just shoot them at 
me at n9zrt@arrl.net 


Thanks, 


Dave - N9OZRT 


David H. Hatch - N9ZRT 
http://www. wireservices.com/mylists.html 
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eesese Another important point with the FT817 is to adjust the VSWR protection 
Administrator settings. There is a technical note on this at: 


http://www.sgcworld.com/support/sc239andFT817VSWR.htm 


Terry, WX7S 
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sd Can the SGC tuner tune on a modulated SSB signal or does it need to be CW? 
Newbie 

Ron 

WD8CDH 

Ron 


WD8CDH 
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eecccee The SG-239 Smartuner can tune on any signal that puts RF power through it. If 

Adrninistrator you want it to tune an SSB signal, you need to speak or do something else. 
Humming seems to work OK, but I whistle loudly to get a good strong signal and 
the tuner works wonderfully for me when I do that. Normally, I will use a CW 
carrier for tuneup and then switch to another mode, but whistling on SSB is 
what I do when I can't put the attention into it as when I'm operating mobile. 


Terry, WX7S 
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be I guess sending a touchtone if you have a touchtone mic would give a good 
Newbie stable signal. 

Ron 

WD8CDH 
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° Alternatively, if you do not have a key atattched, switch the FT-817 to FM, and 
Newbie push the "Home" button, so it transmits the 1750Hz tone, and just release the 
button again, when the tuner has found the match. 
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